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# FEATURES 

# TECHNICAL DATA 

TRANSPORT CASE 

ExP-CASE-*-Ex 

 
Transport dase ExP-CASE-*-Ex is a high-class solution designed for the safe storage and transport of 

equipment in demanding environmental conditions. The case is constructed of high-grade aluminium, 

ensuring an optimal balance between low weight and high mechanical strength. 

The enclosure is characterized by increased resistance to mechanical damage, including impact, vibration, 

and deformation. Thanks to the use of profiled edges and corner reinforcements, the case maintains 

structural stability even under intensive use.  

Tightness is ensured by the use of a high-quality perimeter seal and a precise pressure-locking system. The 

case is equipped with ergonomic spring handles for comfortable carrying, as well as robust latch closures 

suitable for sealing or securing with a padlock. Optionally, it is possible to use custom padding (e.g., foam) 

to match the equipment being transported. In order to ensure compliance with the safety and health 

protection requirements for the use and application of protective equipment and systems for use in hazardous 

areas issued by Directive 2014/34/UE at the time of application and issuance of harmonized standards: 

• EN IEC 60079-0 

• EN ISO 80079-36 

 

• Wykonanie z wysokogatunkowego aluminium 

• Odporność na uszkodzenia mechaniczne – uderzenia, wibracje, odkształcenia 

• Wysoki stopień ochrony IP67 

• Przeznaczenie dla przemysłu, służb ratowniczych, wojska, logistyki specjalistycznej i offshore 

 

 
 

 

 
Type ExP-CASE-1-Ex ExP-CASE-2-Ex ExP-CASE-3-Ex ExP-CASE-4-Ex 

IP protection level IP 67 

Housing material aluminium 

Sealing material guma komórkowa EPDM 

Thickness [mm] 1,5mm 

Ambient temperature Ta [C] -54 … +80 

External dimensions [mm] 600 × 400 × 410 800 × 600 × 410 800 × 600 × 610 950 × 690 × 480 

Internal dimensions [mm] 550 × 350 × 380 750 × 550 × 380 750 × 550 x 580 900 × 640 × 450 

Weight [kg] 5,3 10 12 13,4 

Volume [l] 73 157 239 259 

 
 
 
 


